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PANEL & MAKINE
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Motle - Motale
GENERAL PICTURES FROM PRODUCTION ViZYONUMUZ Pamaks OUR VISION

PANEL & MAKINE

IMALATTAN GENEL GORUNTULER

PANEL & MAKINE

VIZYONUMUY,

Degisen ve gelisen diinyaya ayak uydurabilmek icin, bilim ve

Teknolojiyi yakindan takip ctmek kagmilmaz bir zorunluluktur.

Bununla birlikte ARGE'ye yatirim yapmayan firmantn geleceginin
olmadigmna inantyoruz. Bu nedenle siirekli olarak TEKNOLOJIYE.

yatirim yapmaktayiz.
Uriinlerimizde mikemmelligi yakalamak igin tasarim asamasinda CAD/CAM

Ve METALIX programlarmy, iirctim asamasinda isc

son teknoloji olan CNC makinalart, boyama asamastnda isc

robot boyama teknolojisi kullanilarak, iiretim yapilmaktadir.

Bilgi ve Tecriibe ile biitinlesen firmamizm, irinlerini sizlere sunuyoruz.

OUR VISION

For the adaptation to changing and developed world,

we must to follow to technology and science. We do not belive that, if the

company do not work on development, there is no future. That’s why, we always

to make on investment to technology. We use CAD/CAM programmes and

METALIX programmes in design department, last technology CNC machineries in

production department, last technology CNC machineries in production department
and robot dying technology in dying house for the best possible quality on our products.

We offer our products with our experiment and cogpition.

www.pamaks.com e-mall: mlo@pamaks.com www.pamaks.com e-mall: Info@pamakxKs.com
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PANEL & MAKINE

ICINDEKILER / INDEX

~ 1-3 |
.| | " DUVAR TiP PANOLAR WALL MOUNTED ENCLOSURES
| |

|

| 49
DIKILi TIiP MODULER PANOLAR MODULAR ENCLOSURES

10-11

HARICi TiP PANOLAR OUTDOOR ENCLOSURES

L 12

HARICI TiP SIVA USTU SAYAC VE DAGITIM PANOLARI
EXTERNAL TYPE PLASTER MOUNTED COUNTER AND
DISTRIBUTION PANELS

13

SIVA USTU VE SIVA ALTI DAGITIM PANOLARI
METER DISTRIBITION ENCLOSURES

14-15
ANKASTRE SAYAC PANOLARI BUILT METER ENCLOSURES

www.pamaks.com | e-mail: info@pamaks.com

PANO AKSESUARLARI

PANEL & MAKINE

PANEL ACCESSORIES

\

@{l 209

/PM 209 L

x
v
/u;f 5 3

N\ /Pm 213

\

/PM 708

Tirnakl Somun
Nutr With Toenail

/PM 230 A

SirqU Kilir
Bolr Lock

/PM 020

Fonksiyonel Kilit
Funcrional Lock
N

A\ /PM 210

Turamakh Kilir

Knob - On Lock (Plastic)

Kollu Pano Kilidi Lama ve Lama Yatagi KApAk Tutucu Makasi
Swing Handle Gear Box Lama Lock Stripe Panel Cover SHears

N\ /PMm 108

!i

\‘:v

0/

Mandalli Kilit Asma Anahtarli
Lock Hanging Key With Carch

A\ /PM 204

O\

Yayli Pano Kilidi

Panel Lock with Spring

N\ /Pm 16l

Tutamakli Kilir
Knob - On Lock (Plasric)

N

Yayli Mil Mentese
Axis Hinge With Spring

180° Gegme MenTese

180° PassaGe Hinge

Zamak Gizli Mentese
Zamak Secrer Hinge

Gizli PaNo MEeNTESESI
Secrer Panel Hinge

/PM 201 ] (PM 707 7\ (PM 340 N\ (PMm 169
Ucgen Gobekli Kilit Emniyertli Kilit M6 Plastik Bash Vida Yayli Pano Kilit Anahtari
Triangle Navel Lock Secure Lock M6 Plastic Head Screw Panel Lock Key With Spring
/PM 300 NG N\ (PM 343 A (PM 342 A\

Gizli PAN0 MEeNTESESI
Secrer Panel Hinge

/PM 310

\(PM 400

) (PM 2170

Pano Kapak MEenTesesi Kose MenTese Proje Cebi
Panel Cover Hinge Panel Cover Hinge Small Project Pocker

\(Pm 404

EPDM Yapiskanli Conta
EPDM Adhesive Gosker

A\ (PM 302

10 mm Kiip MenTese
10 mm Cube Hinge

wowpamaks.com  CMBT MOGpAmaRE om



OZEL IMALATLAR Pamks |

Motints ltdiore T

SPECIAL PRODUCTIONS

AsANSOR Revizyon Kutusu
Elevator Inspection Box

* Cesitlil makine kaporta giydirmeleri
* Degisik tiplerde makine yedek parca imalatlari

* Projeye dayali imalatlar

* Cesitlil machine wearing body

* Different types of machinery spare parts manufacturing

* Project-based manufacturing of

27

16

17-18
PIYANO PANOLAR VE PULT PANOLAR OPERATING CONSOLES

| 19-20

RACK KABINLER RACK CABINETS

21
KLIMALAR AIR-CONDITIONER

22

Oprik Kutusu

Oprical Case
www.pamaks.com | e-mail: info@pamaks.com
[

23

OZEL IMALATLAR SPECIAL PRODUCTIONS

24

AKSESUARLAR ACCESSORIES

www.pamaks.com




DUVAR TiP PANOLAR

Motalo Slidan Spwia

WALL MOUNTED ENCLOSURES

Cesitli Uriin Yelpazesi
Various Product Fan

www.pamaks.com | e-mail: info@pamaks.com

PANEL & MAK

1

iNE

On Kapak
FronT DoOR

@) Montaj Plakasi
Mouring Plate

—€) Pano Govdesi
Enclosure Body

I¢ Orti Sach
INNER Cover Plate

Genis Agilimli On Kapak
Wide Opening FrRonT DoOR

FAN VE TERMOSTATLAR

PANEL & MAKINE

Hidrostat nem ihtiva eden her tiirlii kapah

FAN AND THERMOSTATS

| TEKNIK OZELLIKLER /| TECHNICAL SPECIFICATIONS

AYAR NEM ARALIGI
GERILIM
ANAHTARLAMA AKIMI
KONTAK TiPi
KORUMA SINIFI
MONTAJ SEKLI
OLGULERI

SENSOR ELEMENT

mekanda kullanilabilir. Ideal ayar

% 65 olmahidir.
Containing all indoor humidity H

idrostat

can be used in space. Ideal setting

HUMIDITY RANGE ADJUSTMENT ~ %10 - %80

VOLTAGE 24 - 230 VAC - 50 Hz
SWITCHING CURRENT 22A/I5A

CONTACT TYPE 1C/O

PROTECTION CLASS IP 30

INSTALLATION METHOD 35 mm (DIN EN 50 0.22)
DIMENSIONS 60 X 95 X 45

SENSOR ELEMENT Plastik Band

. TEKNIiK OZELLIKLER / TECHNICAL SPECIFICATIONS

Should be 65%.

-

SICAKLIK ARALIGI
Wi | KONTAK DURUMU
ANAHTARLAMA AKIMI
KORUMA SINIFI
MONTAJ SEKLI
AGIRLIK
OLGULERI
TH-H/ TH-K
*Genis ayar kademesi - Kolay montaj
*Yiiksek agma kapama kapasitesi THH

*Kigiik boyutlar - Dijital ve

Analog Modeller =

* Wide range of settings - Easy installation —ﬂ

* High power capacity

* Small size - Digital and Analog Models t

FANLAR VE PANJURLAR /

TEMPERATURE RANGE
CONTACT STATUS
Switching CURRENT
PROTECTION CLASS
INSTALLATION METHOD
WEIGHT

DIMENSIONS

0 -60°C
TH-K(NO)/TH-H(NC)
10A-250V/5A-24VDC
IP 30

35 mm (DIN EN 50 0.22)

44 gr

60X3243 mm(LxWxD)

172 x 170 x 20

120 x 120 x 78

80 x 80 x 78

80 x 80 x 27

| — | S—
| we—1 g—
320 x 320 Filitreli

NN(

N(

www.pamaks.com

270 x 270 Filitreli 120 x 120 Filitreli 10%2 x 10% Filitreli

22




KLIMALAR AIR-CONDITIONERS

DUVAR TiP PANOLAR

Kapi / Yan Yizeye Monteli Tip Pano Klimalar

Console Air-Conditioner Mounted on Door / Side Surface
DTS 9841 - DTS 9241 : 4000 W, 2500 W, 1500 W, 1000 W

[ Kolay Montaj

5 Farkh Kapasite Igin Tek Bosaltma Olgisi
[ Hava Girig Ve Cikis Agizlarinda Max. Agklik
! Hata Ve Kapi Kontaklar

i Pano I¢inde Miikemmel Hava Dolagimi

J Easy Installation

[ Discharging A Single Measure Of 5 Different Capacities
[ Air Inlet And Outlet In The Max. Openness

l Error And Door Contacts

[ Excellent Air Circulation Within The Board

J Hizh Sabitleme

Hava Girg ve l'im Pa Komfort Mt
ﬂaﬂn!"rﬂ Tagimo Helka Sﬂwﬂllh. WMW Standart

Konirolbr ~ Kanholdr
et igin uygunluk. (FlSSuu‘l (umwsmw Konttolsr  (Ops) (0ps)

1 ] JERERE

souSarlel  hefigeenistpe pae ]
Condensation Drain

Rated Voltage 86 kg. 71 kg. 71kg. 51 kg. 56 kg. 51 kg. 56 kg.
Govde Yapis! Body Type Standart: sac/ opsiyonel ekstra: paslanmaz celik / sheet / optional extra: stainless steel
Standart Renk RAL 7032 veya RAL 7035, istek Uzerine diger renkler / other colors on request

System Protection

Standards

+25°C (+77 °F) - +45°C (+113 °F). Fabrika ayan - Factory sefting +35 °C (+95 °F)

Yogusma suyu tahliye - Condensation water drain

Anma Gerilimi

Rated Voltage 400 v 2~** 230V

400 v 2~**

Anmo Ak|m|

Baglanti Sekli
Connection Type

Tavsite edildigi sekilde kullanidiginda IP 54 Panoya karsi (IEC 60529)
Tavsite edildigi sekilde kullanildiginda cevreye karsi IP 34 (IEC 60529)

Standartlar Pano Klimalar lle ligili Standartiar / Standards Board Related To Air Conditioning

Genel Go
General AppARANCE

Farkli Mentese Uygulamasi
Different Hinge Application

Genis KUIIAN|Ml| Taban Saci
LarGe Wable Sde Sheer Iron

Farkl Kilit Sistemleri
Different Lock Systems

Kapi Topraklama ve Contalama Sistemleri

Gizli Mentese Sistemi
Door 10 Ceover With Earth and Gasker Systems

Hidden Hinge System

Opsiyonel Panjur UyqulAMAﬂ

Distan Mentese Secenekleri
Oprional Stutter Application

Ourside Hinge AlTernATives

OZELLIKLER

* Pano igerisinde genis kullanim alani

* Goévde ve kapak lzerine kaynatilmig civatalar ile
topraklama irtibati

* RAL 7032 ve RAL 7035 elektrostatik boya segenekleri

* DKP Parcalar : Demir - Fosfat kaplama ve putirli epoksi
polyester toz boya

* 165° acilabilen kap

* Digaridan mudahale edilemeyen gizli mentese

* Duvara kolay montaj.

Genis Acilimli On Kapak
LarGe Operable Front Cover

SPECIFICATIONS

* Board within the broad field of use

* Body and cover bolts welded on the ground and contacts

* RAL 7032 and RAL 7035 electrostatic paint options

* DKP Parts: Iron - Phosphate epoxy coating and ragged
polyester powder paint

* Containers can be opened 165 °

* Outside intervention can not be hidden hinges

* Easy wall mounting.

OPTIONAL

* Farkh renk

* On panglama

* Farkli tip montaj plakasi

* Farkli sac kalinhgi ve 6zel 6lgl

* Different color

* Front pancuai

* Different types of mounting plate

* Different hair thickness and special sizes

21

www.pamaks.com

www.pamaks.com
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DUVAR TiP PANOLAR

Pano Ici Ner Kullanim Alanlari
INTerNnAL Uses Ner Board

OZELLIKLER

* Pano igerisinde genis kullanim alani

* Govde ve kapak Uzerine kaynatiimis civatalar ile
topraklama irtibat

* RAL 7032 ve RAL 7035 elektrostatik boya secenekleri

* DKP Pargalar : Demir - Fosfat kaplama ve putirlu epoksi
polyester toz boya

* 165° agilabilen kap

* Disaridan midahale edilemeyen gizli mentese

L * Duvara kolay montaj.

SPECIFICATIONS

* Board within the broad field of use
* Body and cover bolts welded on the ground and contacts
* RAL 7032 and RAL 7035 electrostatic paint options
* DKP Parts: Iron - Phosphate epoxy coating and ragged
polyester powder paint

* Containers can be opened 165 °
* Outside intervention can not be hidden hinges

\_ " Easy wall mounting.

OPSIYONEL

* Farkh renk
* On panglama
* Farkh tip montaj plakasi
| * Farkli sac kalinligi ve 6zel 6l¢U

OPTIONAL

* Different color
* Front panch
* Different types of mounting plate
L * Different thickness and special sizes

www.pamaks.com e-mall: mlo!@pamaks.com

ramaks

WALL MOUNTED ENCLOSURES

PANEL & MAKINE

RACK KABINLER

ramaks

RACK CABINETS

PANEL & MAKINE

Pano Disi Yuksekliginden (H) = - 45 mm kisa

Pano DisI Eninden

Out of the Board of

Montaj Saci Pano ici Ner Kullanim Alanlari
Uses Ner InTernal Mounting Plate Panel

(W) =-30 mm kisa
Board of External Height (H) = - 45 mm short
(W) = - 30 mm short

URUN KODU GENIiSLIK § YUKSEKLIK}] DERINLIK
PRODUCT CODE WIDTH HEIGHT DEPTH
MM MM MM
200 300 130

PMD2030-13
PMD2030-15 200 300 150
PMD3035-15 300 350 150
PMD3040-15 300 400 150
PMD3040-17 300 400 170
PMD3040-21 300 400 210
PMD4050-17 400 500 170
PMD4050-19 400 500 190
PMD4050-25 400 500 250
PMD4060-17 400 600 170
PMD4060-19 400 600 190
PMD4060-25 400 600 250
PMD5060-19 500 600 190
PMD5060-25 500 600 250
PMD5070-18 500 700 180
PMD5070-24 500 700 240
PMD5070-30 500 700 300
PMD5080-30 500 800 300
PMD6070-19 600 700 190
PMD6070-24 600 700 240
PMD6070-30 600 700 300
PMD6080-20 600 800 200
PMD6080-30 600 800 300
PMD6090-20 600 900 200
PMD6090-30 600 900 300
PMD7080-20 700 800 200
PMD7080-30 700 800 300
PMD10080-20 800 1000 200
PMD10080-30 800 1000 300

?

19 “ SISTEM AKSESUARLARI / 19”7 SYSTEMS ACCESSORIES
RAFLAR / SHELFS

Sabit Raf
Fixed Shelf

!
1
lll‘ll“”

Harekerli Raf
Mobile Shelf

iy,

Ust Tavan Havalandirma Modﬂli]‘ Termostath Fan Modulo
Upper Ceiling Ventilation Module Fan Module With Thermostat

\.

Tekerli Baza
Base With Wheel

Sigorta korumali
Fuse Protecred

OPSIYONEL

* Temperli fime cam uygulamasi

* Korumali priz segenekleri

* Farkli Baza Segenekleri

* Sogutucu, fan ve termostat secenekleri

* Alt sasede hareketli tip kablo gegis sistemi

* Yan ve arka kapaklarda 6zel kilitli anahtar sistemi )

OPTIONAL

* Tempered smoked glass application

* Protected outlet options

* Different base options

* Cooler, fan and thermostat options

* Sub-type cable entry system moving in the chassis

* Side and rear door lock key system in the private y

20
www.pamaks.com

'l UROUN KODU OZELLIK
PRODUCT CODE SPECIFICATION
MM

PRK 60S Sabit Raf d=600
PRK 80S Sabit Raf d=800
PRK 60H Hareketli Raf d=600

PRK 80H Hareketli Raf d=800
SOGUTUCU FAN GRUPLARI

URUN KODU OZELLIK
PRODUCT CODE SPECIFICATION

PRK 681 1 fan grubu dikili tip icin
PRK 682 2 fan grubu dikili tip igin
PRK 684 4 fan grubu dikili tip icin
PRK 685 1 fan grubu duvar tip icin
PRK 686 2 fan grubu duvar tip icin
PRK 687 Termostat

SIGORTA KORUMALI PRIZLER

OZELLIK
SPECIFICATION

PRODUCT CODE
PSP
BAZALAR /| BASEMENTS

URUN KODU OZELLIK
PRODUCT CODE SPECIFICATION

PRK 693 TEKERLI With Wheel
PRK 694 TEKERSIZ  Without Wheel

5 li grup priz on/off lu

e-mall: Info@pamakxKs.com
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RACK KABINLER

ramaks|

PANEL & MAKINE

RACK CABINETS

19 “ SISTEMLER / 19” SYSTEMS

| Genislik

| ‘ Derinlik ‘

e
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OZELLIKLER

* [stege uygun renk segeneklerinde elektrostatik toz R - -
boya DAHILI TIP RACK KABIN
* Firgali kablo girigi sayesinde tozdan koruma URUN KODU GE/VhlllI)'sl'th YUI}-I(ESI(EHKTLIK D%EL"_f_hIK
* Ug noktadan kilit sistemi. PRODUCT CODE = o W
) Kapaklara kaynatilimis glva.talar .|.Ie to.pjraklama imkani. PRK672616U 600 720 600
) :Iih ve kolai mozlte e:jllebllme oze:hil-i- bl PRK699622U 600 990 600
rka ve yan kapaklari tamamen agcilabilir, sdkulebilir
PRK61162 117
ve kilitlenebilir bir yapiya sahiptir. Yan kapaklarda e :gg 1442 :gz
tirnakli strgl kullaniimigtir. AiGGIELEAY
* Ust bélim; sogutucu fan grubu takilmasina elverislidir. PRK616636U 600 1620 600
* On kapakta temperli cam kullanma imkani. PRK617639U 600 1760 600
* Bazada 6nde 2 adet frenli, arkada 2 adet sabit teker. | PRK618642U 600 1890 600
PRK619644U 600 1980 600
SPECIFICATIONS PRK672816U 600 720 800
* Request for color choices suitable for electrostatic dust PRK699822U 600 990 800
dye. PRK611826U 600 1170 800
* Brush with cable entry protection from dust PRK614832U 600 1440 800
* Three-point locking system. PRK616836U 600 1620 800
* CO\./er with bolts.welded.to the possibility of grounding. PRK617839U 600 1760 800
gmck ar:jd éjszlnstallatlo; feature.d - PRK618842U 600 1890 800
* Rear and side doors can be opened completely,
PRK619844U 600 1980 800
removable and has a lockable structure PRK812:32U 800 1440 800
The side cover claw bolt is used.
* Upper section; cooling fan group are suitable to be PRK816836U Y ey AUy
inserted. PRK817839U 800 1760 800
* Possibility of using tempered glass in the front cover. PRK818842U 800 1890 800
* Sometimes in the front 2 with brakes, PRK819844U 800 1980 800
\_2 fixed casters in the back. )
19
www.pamaks.com = i1 5

DIKiLI TIP MODULER PANOLAR

PANEL & MAKINE

. JEMA AcCIKlAMASI

1 On Cergeve
2 Arka Cerceve
3 Derinlik Pargast
4 Baza

5 Ust Kapak

6 Arka Kapak

7 Yan KABAI(
8 Yan Kapak sol

SEWN TYPE MODULAR ENCLOSURES

CHEMATIC DESCRIPTION

1 FRONT FRAME

7?2 Back FRAME

7 EpTH PART

4) BASEMENT

5 Top Cover
6 back Cover

7 Side Cover

8 'Lefr Side Cover

9 Front Cover

ORNEK UYGULAMALAR
SAMPLE APPLICATIONS
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DIKiLI TIP MODULER PANOLAR

PANEL & MAKINE

MODULER PANOLARDA NET KULLANIM ALANI AGIKLAMALARI

THE NET USE AREA MODULAR PANEL RELEASES

W.

U=2Z-150 mm

Orti Sacindaki Kayip Alanlar

Covering THe Plate Loss Areas
Pano Digi Eninden  (U) =-150 mm kisa

W=U-110mm
Y =X-90 mm

Out of the Board of  (U) = - 150 mm short

On Cerceve ile Dis Kapak Arasi Kayip Alan |

ARreas outside The frRamework of The o]
fronT cover Break Loss

Pano Digi Eninden  (Z) =-90 mm kisa

Out of the Board of  (Z) =- 90 mm short

www.pamaks.com

Pano kapagl acildiginda
temas yolu ile elektrigin
garpmasini onlemek ve
dekoratif gorintlii amacl
olarak kullanilir.

INNER COVER PLATE

Panel door is opened
through the power of
touch to prevent shock
and decorative display
purposes is used as.

/

ramaks 'SEWN TYPE MODULAR ENCLOSURES

PIYANO PANOLAR

PANEL & MAKINE

T e

B T
[ ~'§“°€‘.{. e

Led I§;kl| Mimik Diyagram U);QUIAMASI
Led Lighted Mimic Diagram Application

% Nokradan Kilitleme Sistemi
% Point Locking System

Kapi Topraklama ve Contalama  Sistemleri
Door Grounding And Gaskering Systems

OZELLIKLER

* Krikolu Ust kapak agilimi.
* |P 54’e kadar koruma sinifi. PMPP808
* [¢ dizayn ile genis kullanim alani. PMPP908
* RAL 7032 & 7035 elektrostatik toz boya segenekleri. PMPP1010
* Cesitli anahtar kuIIar?lm imkani o PMPP1210
* DKP I?argalar : Demir Fosfat kaplama ve puturla PMPP1510
epoksi polyester toz boya
* Tum acilir Kapaklarda topraklama civatalari. Ak
* Acilir tim kapaklarda conta sistemi ile tozdan koruma PMPP1520
- < PMPP1522
SPECIFICATIONS PMPP1710
* Jacks with top cover expansion. PMPP1715
* |P 54 protection class up. PMPP1720
* Interior design with wide field of use. PMPP1722

* Electrostatic powder paint RAL 7032 & 7035 options.

* Various key opportunity to use

* Tracks DKP: Iron phosphate coating and ragged
epoxy polyester powder paint

* All drop-in ground cover bolts.

: Drop all cover gasket system for protection from dust

OZEL OLCULERDE iM
YAPILIR.

URUN KODU GENi$LiK YUKSEKLIK
PRODUCT CODE WIDTH HEIGHT
MM MM
800 800

800
1000
1000
1000
1500
2000
2200
1000
1500
2000
2200

ALAT

OPERATING CONSOLES

Tasima Elemani
TrANSpoORTATION ElEMENT

Gizli MEN“TE_S)E SisTeEMmi
Private HINGE SysTeEm

B

DERINLIK

DEPTH

MM
900 400
1000 500
1200 500
1500 550
1500 550
1500 600
1500 600
1700 600
1700 600
1700 600
1700 600

MANUFACTURING IN
SPECIAL EXTENT
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PIYANO PANOLAR Pama

|2

Motials st T

OPERATING CONSOLES

YUKSEKLIK HEIGHT | |

DERINLIK DEPTH ,’ I

GENISLIK WIDTH , ,

* Onden ve arkadan derinligi
ayarlanabilir ¢ift montaj saci
secenegi

SPECIFICATIONS

* Front and rear depth

adjustable double mounting
. plate option

* Gazl amortisor kullanimi

* Ozel dIgii ve renklerde imalat

* Alt sasede hareketli tip kablo gegis
L sistemi uygulamasi

Oprional
* Gas Shock Absorbers Use

* The Manufacturing In Custom Sizes And Colors
* Moveable Cable Entry System Application

At Lower Chassis

17
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DIKiLI TIP MODULER PANOLAR Pamak3®

Kizakli Taban Kapama Sistemi
Base sliding off System

OZELLIKLER

* Standart renk RAL 7032 - 7035 elektrostatik toz boya.

* On kap! ve bazalar 2 mm DKP sag.

* Ana cergeve ve yan kapaklar 1.5 mm DKP sag.

* Ug noktadan kilitleme sistemi.

* Kapaklara kaynatiimig civatalar ile topraklama imkani.

* 160 derece acilabilen 6n kapilar.

* |P 54’e kadar koruma sinifi.

* Hizli ve kolay monte edilebilme 6zelligi.

* Sonsuz sayida pano ilavesi yapilabilme 6zelligi.

* Standart 6lculer ile 140 farkli kombinasyon yapilabilme
imkani.

* Pano konumuna gore her yoénden erisim imkani.

* Pano kapi aralarinda conta kullaniimasi ile
tozlu ve rutubetli ortamlarda guivenle kullaniimasi
saglanmaktadir.

* Pano ici metal baglanti parcalari ile montaj saci
galveniz olup istenildiginde elektrostatik toz boyali
olarak imal edilebilir.

* DKP Pargalar : Demir - Fosfat kaplama ve putirlu
epoksi polyester toz boya.

- J

SPECIFICATIONS

* Standard color RAL 7032 - 7035 electrostatic powder paint.
* Front door and sometimes 2 mm DKP.

* Main frame and side covers 1.5 mm DKP sheet.

* Three-point locking system.

* Cover with bolts welded to the possibility of grounding.

SEWN TYPE MODULAR ENCLOSURES

PANEL & MAKINE

PMP20
PRODUCT CODE WIDTH HEIGHT DEPTH

MM MM MM
PMP2058 500 2000 800
PMP2057 500 2000 700
PMP2056 500 2000 600
PMP2055 500 2000 500
PMP2054 500 2000 400
PMP2068 600 2000 800
PMP2067 600 2000 700
PMP2066 600 2000 600
PMP2065 600 2000 500
PMP2064 600 2000 400
PMP2078 700 2000 800
PMP2077 700 2000 700
PMP2076 700 2000 600
PMP2075 700 2000 500
PMP2074 700 2000 400
PMP2088 800 2000 800
PMP2087 800 2000 700
PMP2086 800 2000 600
PMP2085 800 2000 500
PMP2084 800 2000 400
PMP20858 850 2000 800
PMP20857 850 2000 700
PMP20856 850 2000 600
PMP20855 850 2000 500
PMP20854 850 2000 400
PMP2098 900 2000 800
PMP2097 900 2000 700
PMP2096 900 2000 600
PMP2095 900 2000 500
PMP2094 900 2000 400

Not: Yiiksekliklere baza dahil degildir. Standart baza
yuksekligi 100 mm olarak imal edilir.

Note: Height does not include the sometimes. Standard
sometimes height of 100 mm is manufactured as.

OPSIYONEL

* Front doors can be opened 160 degrees. * [g &rtii saci * Tasima halkalari, birlestirme ve
* IP 54 protection class up. * Montaj plakasi 2 mm ( galvaniz) kaldirma elemanlari
* Can be mounted fast and easy feature. . . . . .
. o Farkl tip montaj plakasi Tavan havalandirma modulleri
. Infinite number of additional panels feature Can be done. * Farkl sag kalinligi ve 6zel élgller * Raflar ve diger aksesuarlar
* Standard size with 140 different combinations Can be done ) . R
possibility. \* Transparan, temperli camh 6n kapi * Ozel renk ve boyutta iretim )
* Access from all directions according to the board position.
with a gasket between the door panels to be safely used in OPTIONS
dusty and damp environments are provided. . o
* Interior fittings with metal panels assembled plate. * Inner cover plate * Transport rings, combining and
Electrostatic powder painted and galvanized request as can * Mounting plate 2 mm (galvanized) removing elements
be manufactured. * Different types of mounting plate * Roof ventilation modules
* DKP Parts: Iron - Phosphate epoxy polyester powder paint * Different plate thickness and special sizes * Shelves and other accessories
\_ coating and ragged. ) \* Transparent, tempered glass front door  * Custom colors and sizes productionJ
6
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DIKiLI TIP MODULER PANOLAR

|
| l
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7 NkTAdAN Kilitleme Sistemi
% Point Locking System

OZELLIKLER

* Standart renk RAL 7032 - 7035 elektrostatik toz boya.

* On kap! ve bazalar 2 mm DKP sag.

* Ana gergeve ve yan kapaklar 1.5 mm DKP sag.

* Ug noktadan kilitleme sistemi.

* Kapaklara kaynatilmig civatalar ile topraklama imkani.

* 160 derece agilabilen 6n kapilar.

* |P 54’e kadar koruma sinifi.

* Hizh ve kolay monte edilebilme &zelligi.

* Sonsuz sayida pano ilavesi yapilabilme 6zelligi.

* Standart dlculer ile 140 farkli kombinasyon yapilabilme
imkani.

* Pano konumuna gore her yonden erigim imkani.

* Pano kapi aralarinda conta kullaniimasi ile
tozlu ve rutubetli ortamlarda glivenle kullaniimasi
saglanmaktadir.

* Pano igi metal baglanti pargalari ile montaj saci
galveniz olup istenildiginde elektrostatik toz boyali
olarak imal edilebilir.

* DKP Pargalar : Demir - Fosfat kaplama ve putarli
epoksi polyester toz boya.

\_ J

SPECIFICATIONS

* Standard color RAL 7032 - 7035 electrostatic powder paint.

* Front door and sometimes 2 mm DKP.

* Main frame and side covers 1.5 mm DKP sheet.

* Three-point locking system.

* Cover with bolts welded to the possibility of grounding.

* Front doors can be opened 160 degrees.

* |P 54 protection class up.

* Can be mounted fast and easy feature.

* Infinite number of additional panels feature Can be done.

* Standard size with 140 different combinations Can be done
possibility.

* Access from all directions according to the board position.
with a gasket between the door panels to be safely used in
dusty and damp environments are provided.

* Interior fittings with metal panels assembled plate.
Electrostatic powder painted and galvanized request as can
be manufactured.

* DKP Parts: Iron - Phosphate epoxy polyester powder paint

kcoating and ragged. )

www.pamaks.com -
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PANEL & MAKINE

PMP18
PRODUCT CODE WIDTH HEIGHT DEPTH

MM MM MM
PMP1858 500 1800 800
PMP1857 500 1800 700
PMP1856 500 1800 600
PMP1855 500 1800 500
PMP1854 500 1800 400
PMP1868 600 1800 800
PMP1867 600 1800 700
PMP1866 600 1800 600
PMP1865 600 1800 500
PMP1864 600 1800 400
PMP1878 700 1800 800
PMP1877 700 1800 700
PMP1876 700 1800 600
PMP1875 700 1800 500
PMP1874 700 1800 400
PMP1888 800 1800 800
PMP1887 800 1800 700
PMP1886 800 1800 600
PMP1885 800 1800 500
PMP1884 800 1800 400
PMP18858 850 1800 800
PMP18857 850 1800 700
PMP18856 850 1800 600
PMP18855 850 1800 500
PMP18854 850 1800 400
PMP1898 900 1800 800
PMP1897 900 1800 700
PMP1896 900 1800 600
PMP1895 900 1800 500
PMP1894 900 1800 400

Not: Yiiksekliklere baza dahil degildir. Standart baza
yiiksekligi 100 mm olarak imal edilir.

Note: Height does not include the sometimes. Standard
sometimes height of 100 mm is manufactured as.

OPSIYONEL

* [g &rtii saci * Tasima halkalari, birlestirme ve
* Montaj plakasi 2 mm ( galvaniz) kaldirma elemanlari

* Farkli tip montaj plakasi * Tavan havalandirma moduilleri
* Farkl sa¢ kalinhgi ve 6zel dlgller * Raflar ve diger aksesuarlar

\* Transparan, temperli caml 6n kapi * Ozel renk ve boyutta iiretim )

OPTIONS

* Inner cover plate * Transport rings, combining and
* Mounting plate 2 mm (galvanized) removing elements
* Different types of mounting plate * Roof ventilation modules
* Different plate thickness and special sizes * Shelves and other accessories
\* Transparent, tempered glass front door ~ * Custom colors and sizes production)

7

SEWN TYPE MODULAR ENCLOSURES

PULT PANOLAR

Kapi Topraklama ve Contalama Sistemleri
Door Grounding And Gaskening Systems

OZELLIKLER

* Krikolu Ust kapak agilimi.

* |P 54’ e kadar koruma sinifi.

* [¢ dizayn ile genis kullanim alani.

* RAL 7032 & 7035 elektrostatik toz boya secenekleri.

* Cesitli anahtar kullanim imkani

* DKP Parcalar : Demir Fosfat kaplama ve putirli
epoksi polyester toz boya

* Tum acilir Kapaklarda topraklama civatalari.

CAQI“F tim kapaklarda conta sistemi ile tozdan koruma

J
SPECIFICATIONS

* Jacks with top cover expansion.

* |P 54 up to protection class.

* Interior design with wide field of use.

* Electrostatic powder paint RAL 7032 & 7035 options.

* Various key opportunity to use

* Tracks DKP: Iron phosphate coating and epoxy polyester
powder paint ragged

* All drop-in ground cover bolts.

: Drop all cover gasket system for protection from dust

% Nokradan Kilitleme Sistemi
% Point Locking System

OPERATING CONSOLES

~ JEMA ACIKIAMASI - SCHEMA DESCRIPTION
1 UsTKapak | | @ JUpper Cover
2 Ustgovde 7 | | 2 “Upper Body.
3) Arka Kapak . | | & TBAcKCover.
4 Ali Govde 4 Clower Body.
5 g Mowny Pendesi | | 5 | Base Sheer
7 Baza 7)_Base

. J

URUN KODU GEN
PRODUCT CODE W

PMPP306
PMPP405
PMPP506
PMPP607
PMPP708
PMPP808
PMPP807
PMPP9510
PMPP9712
PMPP8014
PMPP1014
PMPP1214

IHTIYACA GORE OZEL
OLCULERDE IMALAT YAPILIR.

500
600
700
800
800
700
1000
1200
1400
1400
1400

Gizli Mentese Sistemi
Private HINGE SysTem

isLiK | YUKSEKLIK
IDTH HEIGHT

MM MM
600 300

400
500
600
700
800
800
950
970
800
1000
1200

DERINLIK

DEPTH
MM

300
350
400
400
400
400
500
700
400
400
400

We Manufacture Special
Extent By Special Needs

www.pamaks.com
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ANKASTRE SAYAC PANOLARI Pamaks® BUILT METER ENCLOSURES DiKiLi TiP MODULER PANOLAR Pamaks SEWN TYPE MODULAR ENCLOSURES

PANEL & MAKINE

PANEL & MAKINE

PMP15
PRODUCT CODE WIDTH HEIGHT DEPTH
MM MM MM
PMP1558 500 1500 800
PMP1557 500 1500 700
PMP1556 500 1500 600
PMP1555 500 1500 500
PMP1554 500 1500 400
| PMP1568 600 1500 800
| PMP1567 600 1500 700
% PMP1566 600 1500 600
‘i PMP1565 600 1500 500
'} PMP1564 600 1500 400
: B W PMP1578 700 1500 800
Kap1 Topraklama ve Contalama Sistemleri PMP1577 700 1500 700
: Door Gaskers Grounding And Systems PMP1576 700 1500 600
] _-'_ i - L = = PMP1575 700 1500 500
R ) PMP1588 800 1500 800
? 2 o e g vy epaar 1.5 D s
8 Mnf Tms Ses Santrali Bara 900 930 150 ’ ngz':fergekzgn:tt;illrgr'fécr:v'jatgllgrile topraklama imkani. PMP1585 800 1500 500
10 Mnf Tms Ses Santrali Bara 1090 930 150 * |P 54’ kadar koruma sinifi. PMP1584 800 1500 400
14 Mnf Tms Ses Santral Bara 1390 930 150 * Standart dlciiler ile 140 farkli kombinasyon yapl.labilme PMP15857 850 1500 700
e Al Eara e . e * IIgﬂlak:]c?Ik-onumuna gore her yonden erigim imkani. R . - o
18 Mnf Tms Ses Santrali Bara 1370 1350 150 * Pano kapi aralarinda conta kullaniimasi ile PMP15855 850 1500 500
21 Mnf Tms Ses Santrali Bara 1390 1350 150 ts(;Zg;lIJa\r:?n ruiubetl ortamlarda givente kullantimas! PMP15854 850 1500 400
24 Mnf Tmg Ses Santrali Bara 1670 1350 150 * Pano i¢i metal l')aglantl pargalari ile montaj saci PMP1598 900 1500 800
27 Mnf Tms Ses Santrali Bara 1860 1350 150 gf!::;:; C;'Iugdi;;z;:'fi@inde elektrostatik toz boyall PMP1597 900 1500 700
30 Mnf Tms Ses Santrali Bara 2100 1350 150 * DKP Pargalar : Demir - Fosfat kaplama ve puturli PMP1596 900 1500 600
2 Mnf 1 Trf Sayac Tms Ses Santrali Bara 430 930 160 epoksi polyester toz boya. PMP1595 900 1500 500
2 Mnf 2 Trf Sayac Tms Ses Santrali Bara 680 1080 160 \ J PMP1594 900 1500 400
2 Mnf 3 Trf Sayac Tms Ses Santrali Bara 830 1010 160 Not: Yiiksekliklere baza dahil degildir. Standart baza
2 Mnf 4 Trf Sayac Tms Ses Santrali Bara 1070 1010 160 . : : yiliksekligi 100 mm olarak imal edilir.
3 Mnf 1 Trf Sayac Tms Ses Santrali Bara 730 710 160 | plandard solor RAL 7092 - 7035 elsciostaticpowderPain | Note: Height does not include the sometimes. Standard
4 Mnf 1 Trf Sayac Tms Ses Santrali Bara 800 930 160 * Main frame and side covers 1.5 mm DKP sheet. sometimes height of 100 mm is manufactured as.
23801 T ayoc Tis Sos Saniok ar i i . o i s oo v e pshltyofgrouning
Front doors can be opened 160 degrees. * | 6rtii sacl * Tagima halkalari, birlestirme ve
6 Mnf 1 Trf Sayac Tms Ses Santrali Bara 930 990 160 IP 54 protection class up. * Montaj plakasi 2 mm ( galvaniz) kaldirma elemanlari
8 Mnf 1 Trf Sayac Tms Ses Santrali Bara 1340 930 160 Ca.n.be mounted fast ?'f'd easy feature. * Farkli tip montaj plakasi * Tavan havalandirma modiilleri
* Infinite number of additional panels feature Can be done. . . P o
10 Mnf 1 Trf Sayac Tms Ses Santral Bara 1290 930 160 * Standard size with 140 different combinations Can be done Farkli sag kalinligi ve ozel olllguler ) I?aﬂar ve diger akseSL.J.arI?r
12 Mnf 1 Trf Sayac Tms Ses Santrali Bara 1440 930 160 possibility. " Transparan, temperli camli 6n kapi * Ozel renk ve boyutta iretim )

14 Mnf 1 Trf Sayac Tms Ses Santrali Bara 1590 930 160 * Access from all directions according to the board position.
with a gasket between the door panels to be safely used in OPTIONS
15 Mnf + 1 Trf Sayac Tms Ses Santrali Bara 1750 930 160

dusty and damp environments are provided.

18 Mnf 2 Trf Sayac Tms Ses Santrali Bara 1440 1350 160 * Interior fittings with metal panels assembled plate. : Inner cover plate ( 200) : Transp_ort rings, combining and
Electrostatic powder painted and galvanized request as can Mounting plate 2 mm (galvanized removing elements
P L0 VT T W 221 6 1590 1350 160 be manufactured. * Different types of mounting plate * Roof ventilation modules
24 Mnf 2 Trf Sayac Tmg Ses Santrali Bara 1740 1350 160 * DKP Parts: Iron - Phosphate epoxy polyester powder paint * Different plate thickness and special sizes * Shelves and other accessories
28 Mnf + 1 Trf Sayac Tms Ses Santrali Bara 1970 1680 160 \_ coating and ragged. ) \* Transparent, tempered glass front door  * Custom colors and sizes production)
17 8
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DIKiLI TIP MODULER PANOLAR

rPamaks

PANEL & MAKINE

Proje Cebi
Project Pocker

OZELLIKLER

* Standart renk RAL 7032 - 7035 elektrostatik toz boya.

* On kapi ve bazalar 2 mm DKP sag.

* Ana cerceve ve yan kapaklar 1.5 mm DKP sagc.

* Ug noktadan kilitleme sistemi.

* Kapaklara kaynatilmig civatalar ile topraklama imkani.

* 160 derece agllabilen 6n kapilar.

* IP 54’e kadar koruma sinifi.

* Hizh ve kolay monte edilebilme &zelligi.

* Sonsuz sayida pano ilavesi yapilabilme 6zelligi.

* Standart olguler ile 140 farkli kombinasyon yapilabilme
imkani.

* Pano konumuna gore her yonden erigim imkani.

* Pano kapi aralarinda conta kullaniimasi ile
tozlu ve rutubetli ortamlarda giivenle kullaniimasi
saglanmaktadir.

* Pano igi metal baglanti parcalari ile montaj saci
galveniz olup istenildiginde elektrostatik toz boyali
olarak imal edilebilir.

* DKP Pargalar : Demir - Fosfat kaplama ve putirli
epoksi polyester toz boya.

* Front door and sometimes 2 mm DKP.

* Main frame and side covers 1.5 mm DKP sheet.

* Three-point locking system.

* Cover with bolts welded to the possibility of grounding.

* Front doors can be opened 160 degrees.

* |P 54 protection class up.

* Can be mounted fast and easy feature.

* Infinite number of additional panels feature Can be done.

possibility.
dusty and damp environments are provided.
* Interior fittings with metal panels assembled plate.

be manufactured.

\coating and ragged.

N J
SPECIFICATIONS

* Standard color RAL 7032 - 7035 electrostatic powder paint.

* Standard size with 140 different combinations Can be done

* Access from all directions according to the board position.
with a gasket between the door panels to be safely used in
Electrostatic powder painted and galvanized request as can

* DKP Parts: Iron - Phosphate epoxy polyester powder paint

J

www.pamaks.com

Mot St T

PMP12
PRODUCT CODE WIDTH HEIGHT DEPTH

MM MM MM
PMP1258 500 1200 800
PMP1257 500 1200 700
PMP1256 500 1200 600
PMP1255 500 1200 500
PMP1254 500 1200 400
PMP1268 600 1200 800
PMP1267 600 1200 700
PMP1266 600 1200 600
PMP1265 600 1200 500
PMP1264 600 1200 400
PMP1278 700 1200 800
PMP1277 700 1200 700
PMP1276 700 1200 600
PMP1275 700 1200 500
PMP1274 700 1200 400
PMP1288 800 1200 800
PMP1287 800 1200 700
PMP1286 800 1200 600
PMP1285 800 1200 500
PMP1284 800 1200 400
PMP12858 850 1200 800
PMP12857 850 1200 700
PMP12856 850 1200 600
PMP12855 850 1200 500
PMP12854 850 1200 400
PMP1298 900 1200 800
PMP1297 900 1200 700
PMP1296 900 1200 600
PMP1295 900 1200 500
PMP1294 900 1200 400

Not: Yiiksekliklere baza dahil degildir. Standart baza
yiiksekligi 100 mm olarak imal edilir.

Note: Height does not include the sometimes. Standard
sometimes height of 100 mm is manufactured as.

OPSIYONEL

* [g &rtii saci * Tasima halkalari, birlestirme ve
* Montaj plakasi 2 mm ( galvaniz) kaldirma elemanlari

* Farkli tip montaj plakasi * Tavan havalandirma moduilleri
* Farkl sa¢ kalinhgi ve 6zel dlgller * Raflar ve diger aksesuarlar

\* Transparan, temperli caml 6n kapi * Ozel renk ve boyutta iiretim )

OPTIONS

* Inner cover plate * Transport rings, combining and
* Mounting plate 2 mm (galvanized) removing elements
* Different types of mounting plate * Roof ventilation modules
* Different plate thickness and special sizes * Shelves and other accessories
\* Transparent, tempered glass front door ~ * Custom colors and sizes production)

9

SEWN TYPE MODULAR ENCLOSURES

BUILT METER ENCLOSURES

ANKASTRE SAYAC PANOLARI

PANEL & MAKINE

4 N [ )
[m ) [n ) mm] [m ] = ) [n ) . [mm] o [I]
TT [Eeie || | EEEEE SlEEEE
m ] (m ] o [ ) [n ) mm] ’:::H‘jz o [ ) A A
g 250 A
o ™S e o
[
M
12 Mnf. + 1 TrE. Sayac Tms Ses Santrali + Bara 15 MnE. + 1 TrE. Sayac Panosu Dis GORUNUs(
19 Manifaze + 1 Trifaze TMS Sound Plant + Bars 12 Manifaze + TTrifaze Counter Panel Outside Appearance

OZELLIKLER

* Mono Blok Yapi.

* Gizli kablo kanali uygulamasi

* [stege uygun anahtarlar

* Distan veya igten mentese uygulamasi

* RAL 7032 vaya 7035 elektrostatik toz boya

* Tim metal ylizeylere boya 6ncesi demir fosfat
kaplama

* Tum aclilir kapaklarda contalama sistemi

* Kapaklara kaynatilmis civata ile topraklama
uygulamasi

.

OZELLIKLER

* Mono Block Construction.

* Hidden cable channel application

* Request the appropriate keys to

* External or internal hinges application

* 7035 electrostatic powder paint RAL 7032 vaya

|(

12 Mnf. + 1 TrE. Sayac Tms Ses Santrali + Bara
17 Manifaze + 1 Trifaze TMS Sound Plant + Bara

* All metal surfaces prior to painting iron phosphate (
coating
* All drop-in valve sealing system
* Cover with bolts welded to the grounding
L application

L

* Transparan temperli cam uygulamasi
* Ozel 8lgllerde imalat. (Sayag markasi ve tipi mutlaka

belirtiimelidir.)

OPTIONAL

* Transparent tempered glass application

* Custom sizes manufacturing. (Counter brand name and 29 MNf. + ] TR[. SAYAC TM§ Ses SANTRA[I + Bara
type must be specified.) ) 29 Manifaze + 1 Trifaze TMS Sound Plant + Bara

14
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SIVA USTU VE SIVA ALTI
DAGITIM PANOLARI

Mot St T

Pano i MonTaj Ortomart Panosu
INNER MounTing Panel Automat Panel

Yayli Mil Mentese
Miller spring hinge

OZELLIKLER

* Mono Blok Yapi.

* Maksimum isletme kolayligi ve glvenligi.

* Standart renk RAL 7032 veya segilebilir renk sinifi.
* [stenildiginde 6n kapakta temperli cam kullanma.

* Klipsli 6rt saci montaj kolayhgi.

* [ste§e uygun mentese ve anahtar segenekleri.

\_* Kapaklara, kaynatilmis civata ile topraklama imkani )

SPECIFICATIONS

* Mono Block Construction.

* Maximum operating convenience and safety.

* Standard color RAL 7032 or selectable color class.
* When prompted front door in tempered glass use.
* Clip-on cover plate assembly easy.

* Request suitable hinges and key options.

* Door to, welded bolts and grounding possibility

Klipsli Perdeleme
Clip Screening

AnkasTre DaGimim Panosu
Builr-Distribution Panel

SIVA USTU DAGITIM PANO OLGULERI
PLASTER MOUNTED DISTRIBUTION PANEL DIMENSIONS

URUN KODU GENISLIK § YUKSEKLIK§ DERINLIK
PRODUCT CODE WIDTH HEIGHT DEPTH
MM MM MM
300 300 160

PMSU303 - 12 OTOMAT

PMSU453 - 24 OTOMAT 300 450 160
PMSU603 - 36 OTOMAT 300 600 160
PMSUG606 - 45 OTOMAT 360 600 160
PMSU604 - 60 OTOMAT 450 600 180
PMSU754 - 75 OTOMAT 450 750 180
PMSU755 - 90 OTOMAT 550 750 180
PMSU905 - 120 OTOMAT 550 900 180

SIVA ALTI DAGITIM PANO OLGULERI
PLASTER BOTTOM DISTRIBUTION PANEL DIMENSIONS

URUN KODU GENi$LiK YUKSEKLIKE DERINLIK
PRODUCT CODE WIDTH HEIGHT DEPTH
y MM MM MM
350 300 120

\_
PSA33512 - 12 OTOMAT
OPSIYONEL PSA35012 - 24 OTOMAT 500 300 120
+ 3 Noktadan kilileme sistemi PSA36512 - 36 OTOMAT 650 300 120
. Ozel slgiilerde imalat yapilir. PSA36512 - 45 OTOMAT 650 360 120
-~ PSA43512 - 60 OTOMAT 650 450 120
OPTIONS PSA48012 - 75 OTOMAT 800 450 120
* 3 Point locking system PSA58012 - 90 OTOMAT 800 550 120
L * Custom sizes are manufacturing. J PSA59512-120 OTOMAT 950 550 120
17
www.pamaks.com - : .

OUTDOOR ENCLOSURES

PANEL & MAKINE

Harici Tip Duvar Panosu
Types of External Wall Panels

OZELLIKLER

* Cesitli kapak kilit sistemleri

* Farkli tipte mentese segenekleri

* Monoblok yapi

* Ozel dizayn ve gati uygulamasiyla Harici ortamlarda
Guvenle kulanim saglanir.

* DKP Pargalar : Demir - Fosfat kaplama ve puturlu
7032 polyester toz boya

* Kapl mukavemetini arttiran gok amagl profiller

L IP 54’e kadar koruma sinifi y

SPECIFICATIONS

* Various door lock systems
* Different types of hinge options

* Modular construction
* Special design and implementation framework in
the external environment safely of use will be provided.
* Tracks DKP: Iron - phosphate coating and ragged
7032 polyester powder paint
* Door that increase strength multi-purpose profiles
L * IP 54 protection class up to

iISTEGE GORE OZEL IMALAT YAPILIR.
_ J

BY SPECIAL REQUEST TO MANUFACTURING.

.

r
.

www.pamaks.com

Direk Panosu
Direcr Panel
-

~N

Kapi Topraklama ve Contalama Sistemleri
Door Gaskers Grounding and Systems

Gizli MEN}E§E SisTemi

Harici Tip Sulama Panosu
Hidden Hinge System

External Type IRriGATION Panel

Harici Asma Anahtarl Kilitleme
External Lock Keyed Padlocks

* DIREK TiPi HARICI PANOLAR (SAYAG PANOLAR)
* POLE TYPE EXTERNAL ENCLOSURES (COUNTER ENCLOSURES)

GENISLIK | YOKSEKLIKN DERINLIK

URUN KODU
PRODUCT CODE

Harici Tip Sulama Panosu
External Type IrRriGaTion Panel

WIDTH HEIGHT DEPTH
MM MM MM
PHP8803 800 850 300
PHP8903 800 950 300
PHP8103 800 1050 300

*DIKILI TIP HARICi SULAMA PANOLAR
SWEN IRRIGATION TYPE EXTERNAL ENCLOSURES

URUN KODU GENISLIK | YUKSEKLI DERINLIK
PRODUCT CODE WIDTH HEIGHT DEPTH
MM MM MM
PHP8134 1400 800 400
10
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HARICI TiP PANOLAR

Tedas Saka DagGimim Panosu
External Field Distribution Panel

Harici Tip Santiye Panosu
Panel Type External Site

* On kapak kilitli

* Farkll mentese segenekleri

* Elektrostatik Ral 7032 Toz Boya

* Ozel dizayn ve cati uygulamasiyla Harici ortamlarda
Guvenle kulanim saglanir.

* DKP Pargalar : Demir - Fosfat kaplama ve putirlu

epoksi polyester toz boya

L * Kapi mukavemetini arttiran gok amach profiller

OZELLIKLER

J

SPECIFICATIONS

* Front door locked

* Different hinge options

* Electrostatic Powder Paint Ral 7032

* Special design and implementation framework in the external
environment safely of Use will be provided.

* Tracks DKP: Iron - phosphate coating and ragged

epoxy polyester powder paint

L * Door that increase strength multi-purpose profiles

J

\

ISTEGE GORE OZEL iMALAT YAPILIR.

J

BY SPECIAL REQUEST TO MANUFACTURING.

OUTDOOR ENCLOSURES

Tedas Saka DagGimim Panosu
External Field Distribution Panel

DaGimm Panosu
Distribution Panel

A/ D

URUN KODU GENISLIK § YUKSEKLIK§ DERINLIK
PRODUCT CODE WIDTH HEIGHT DEPTH
MM MM MM
400 250

PMSP401
PMSP601

SANTIYE PANOSU / SITE PANEL

1150
600 1150 250
DiKiLi TiP HARICi PANOLAR

SEWN TYPE MODULAR ENCLOSURES

PRODUCT CODE WIEMTH HEllw?nHT DEPTH
PHP6802 800 600 250
PHP6103 1000 600 300
PHP6154 1500 600 400
PHP6185 1800 600 500
PHP6205 2000 600 500
PHP7154 1500 700 400
PHP7184 1800 700 400
PHP7204 2000 700 400
PHP8103 1000 800 300
PHP8104 1000 800 400
PHP8154 1500 800 400
PHP8184 1800 800 500
PHP8204 2000 800 500
PHP1665 1600 1600 450
PHP1486 1800 1400 600

1
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HARICI TIP SIVA USTU
SAYAC VE DAGITIM PANOLARI

Motials Stleon Inna

EXTERNAL TYPE PLASTER MOUNTED
COUNTER AND DISTRIBUTION PANELS

~N

s

Harici Tip Pano
External Type Panels
OZELLIKLER

* Pano igerisinde genis kullanim alani

* Govde ve kapak Uzerine kaynatiimig civatalar ile
topraklama irtibati

* RAL 7032 ve RAL 7035 elektrostatik boya segenekleri

* DKP Parcalar : Demir - Fosfat kaplama ve putirlu
epoksi polyester toz boya

*165° acgilabilen kap

* Disaridan midahale edilemeyen gizli mentese

\* Duvara kolay montaj. )

SPECIFICATIONS

* Panel within the broad field of use

* Body and cover bolts with welded on
grounding contacts

* RAL 7032 and RAL 7035 electrostatic paint options

* Tracks DKP: Iron - Phosphate epoxy coating and
ragged polyester powder paint

* 165 ° cap can be opened

* Outside intervention can not be hidden hinges

\_" Easy wall mounting. )

* Farkli renk

* On panglama
* Farkl tip montaj plakasi
* Farkl sag kalinligi ve 6zel 6l¢t

OPTIONAL

* Different color

* Front panch

* Different types of mounting plate

* Different hair thickness and special sizes

Harici Asma Anahtarl Kilitleme
External Lock Keyed Padlocks

r

Gizli MENTE§E SisTEMmI

i

Hidden Hinge System

URUN KODU GENi$LiK YUKSEKLI
PRODUCT CODE WIDTH HEIGHT
MM MM
300 300

PHSU303
PHSU503
PHSU403
PHSU405
PHSU406
PHSU506
PHSUS507
PHSU608

12
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300
300
400
400
500
500
600

500
400
500
600
600
700
800

DERINLIK

DEPTH
MM

150
180
200
200
200
200
200
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